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Abstract—In this contribution we propose and investigate a transmitter
preprocessing scheme for downlink transmission in the multicarrier
direct-sequence code-division multiple-access (MC DS-CDMA) systems
using multiple base-station antenna arrays and each antenna array
using multiple array elements. The transmitter preprocessing scheme is
derived based on the singular value decomposition (SVD) approach. Our
transmitter preprocessing design motives to support a high number of
users by the MC DS-CDMA, to achieve the highest achievable diversity
gain and to result in low-complexity detection for the remote mobile-
stations (MS’s). In this contribution the characteristics of the MC DS-
CDMA using the proposed transmitter preprocessing is discussed and
the bit-error-rate (BER) performance is investigated, when assuming
that each subcarrier experiences ﬂat Rayleigh fading. Our study and
simulation results show that, for a SVD-assisted MC DS-CDMA system
using M transmit antenna arrays and the time (T)-domain spreading
sequences of length Ne, the number of users supportable can be as high
as MNe contributed by both the T-domain and S-domain. Furthermore,
the SVD-assisted MC DS-CDMA system is capable of supporting such a
high number of users with near single-user BER performance achieved
by a corresponding MC DS-CDMA system supporting only one downlink
user.
I. INTRODUCTION
In CDMA wireless communications the MC DS-CDMA is recog-
nized as a high-ﬂexibility multiple-access scheme, which is capable
of providing a higher number of degrees-of-freedom for system
design and online reconﬁguration, in comparison with both the single-
carrier DS-CDMA and frequency (F)-domain spread multicarrier
CDMA (MC-CDMA) without using T-domain spreading [1]–[3].
In [4], [5] the authors have proposed and investigated a MC DS-
CDMA system, which employs multiple base-station (BS) antenna
arrays in order to achieve the receive diversity [4] for the uplink or
the transmit diversity [5] for the downlink, both in the S-domain.
Furthermore, as shown in [4], [5], when the receiver or transmitter
beamforming is employed, the proposed MC DS-CDMA system is
capable of suppressing the interfering signals having their direction-
of-arrivals (DoAs) that are different from that of the desired signal.
To be more speciﬁc, in [5] the performance of the multi-antenna
array assisted MC DS-CDMA has been investigated, when the BS
transmitter preprocesses the transmitted signals using a hybrid of
steered beamforming and space-time spreading (SSTS), which makes
use of the knowledge about the DoAs of all the downlink users, but
not the knowledge about the channel impulse responses (CIRs) of the
downlink channels. In this case the downlink users experience severe
multiuser interference (MUI), which may only be mitigated at the
remote MS’s with the aid of advanced multiuser detection (MUD)
schemes [6].
Recently, transmitter preprocessing techniques have received wide
attention and research in wireless communications, as seen, e.g.,
in [7]–[12]. It has been shown that, with the aid of transmitter
preprocessing, in cellular wireless communications systems using
time-division duplex (TDD), the downlink diversity may be achieved
and the downlink MUI may be mitigated by carrying out the required
signal processing at the BS. Consequently, power-efﬁcient MS’s
may be implemented with low-complexity algorithms. Therefore, in
this contribution we investigate the performance of the MC DS-
CDMA system considered in [4], [5], when assuming the TDD-based
cellular communications and that the BS transmitter can exploit the
knowledge about both the DoAs and the CIRs in the context of all
the downlink users. Speciﬁcally, we assume that the BS transmitter
preprocesses the downlink transmitted signals using a transmitter
preprocessing scheme derived based on the SVD principles. The
transmitter preprocessing scheme is designed so that the MC DS-
CDMA is capable of supporting a high number of users and achieving
the highest achievable diversity gain with low-complexity MS detec-
tors. Our analysis and simulation results show that the performance
of the MC DS-CDMA can be signiﬁcantly enhanced, when our
SVD-assisted transmitter preprocessing is employed. Speciﬁcally,
when using M transmit antenna arrays and the T-domain spreading
sequences of length Ne, the MC DS-CDMA system is capable of
supporting upto MNe users, while achieving the near single-user
BER performance. Furthermore, good trade-off between the number
of users supported and the achievable diversity gain can be reached,
as detailed in our forthcoming discourse.
II. SYSTEM DESCRIPTION
In this section we consider the transmitter and receiver models of
our MC DS-CDMA system using base-station (BS) smart antennas,
which employs downlink transmitter preprocessing based on the
principles of SVD.
A. Transmitter Model
Fig. 1 shows the transmitter schematic block diagram of the
downlink MC DS-CDMA system, where the BS employs M transmit
antenna arrays, each of which consists of L array elements. We
assume that the M antenna arrays are set sufﬁciently apart from each
other, in order that their CIRs are independent. By contrast, the L
array elements of an antenna array are arranged close to each other,
in order to achieve the beamforming gain, which can be conﬁgurated
for enhancing the signals in certain direction, while simultaneously
degrading the signals in the other directions. As shown in Fig. 1 the
MC DS-CDMA has a total of UV number of subcarriers. We assume
that each of the subcarrier signals experiences ﬂat fading, even thoughwhich is a ML-length vector containing the CIRs of the ML array
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which represents the cross-correlation between the kth and jth users’
array vectors, both users are in the gth group.
Without loss of any generality, let us focus our attention on the
signal received by the ﬁrst (k = 1) user in the ﬁrst (g = 1) group,
which we refer to it as the reference user or signal for convenience.
Then, the corresponding received signal can be expressed as
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Fig. 2: Receiver schematic block diagram for the kth downlink user
in the gth group.
The receiver structure for the kth downlink user in the gth group
is shown in Fig. 2. As shown in Fig. 2, after the multicarrier
demodulation with the aid of the fast Fourier transform (FFT), the
output signals are processed by a bank of UV MFs associated with
the spreading code cg(t), which provide UV observations. Finally,
for each of the U bits, say b
(g,k)
u , the V observations corresponding to
the V subcarriers conveying b
(g,k)
u is combined, in order to generate
the decision variable z
(g,k)
u for b
(g,k)
u .
According the above discussion and remembering that the G
T-domain spreading codes and the different subcarrier signals are
orthogonal, it can be shown that the MF’s output corresponding to
the uvth subcarrier of the reference user can be expressed as
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where <(z) represents the real part of z.
According to the detection scheme as above-described, the detec-
tor consists of a bank of MFs and hence has an extremely low-
complexity. Furthermore, as seen in (12), the detection is free-from
multicarrier interference. There is also no interference from the users
in the other groups. However, when the array vectors of the users
in the same group are not orthogonal, these users may interfere with
each other, yielding the intra-group MUI. In the next section we will
show that the intra-group MUI can be fully removed with the aid of
the SVD-assisted transmitter preprocessing.
III. TRANSMITTER PREPROCESSING BASED ON SINGULAR
VALUE DECOMPOSITION
In this section we consider the design of the transmitter prepro-
cessing vector p
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uv seen in (12), so as to achieve simultaneously
two objectives: to remove fully the intra-group MUI and to guarantee
a transmit diversity order of nt in S-domain. Our design starts with
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which is composed by the spatial signatures of the users except user
j.
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Let nt = M − K + 1. It can be shown that nt represents the
transmit diversity order achieved by the MC DS-CDMA system in
the S-domain. Hence, nt is referred to as the number of effective
transmit antennas. In this case, the component preprocessing matrix
P
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Let us now consider the design of the component preprocessing
matrix d
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uv in (16).
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is for achieving the constraint on the transmitted power, so that the
total transmitted power to a remote user maintains unchanged before
and after the preprocessing.
Finally, upon substituting (16) associated with the component
preprocessing matrices
n
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of (20) and d
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uv of (23) into (12),
it can be shown that the decision variable for b
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of the reference user can be expressed as
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which is free from inter-group interference, multicarrier interference
and intra-group MUI.
C. Discussion
It is well-known that, in a conventional single-carrier DS-CDMA
system [3] using Ne-chip Walsh-Hadamard (WH) codes as the T-
domain spreading sequences, the maximum number of users support-
able is K = Ne without BER degradation in comparison with the
corresponding single-user DS-CDMA system. By contrast, the MC
DS-CDMA system considered in this contribution has the following
characteristics.
• The diversity order achieved is V nt = V (M − K + 1), where
V is in the F-domain, while nt is in the S-domain;
• The number of users supportable is K = NeK, 1 ≤ K ≤ M,
where Ne is the length of the T-domain spreading sequences,
while K is the number of users per group. With the aid of the
transmitter preprocessing proposed in Sections III-A and III-B,
the K = NeK number of users can be supported by the MC
DS-CDMA system without signiﬁcant performance degradation
in comparison with the single-user MC DS-CDMA system;
• There exists a trade-off between the number of users supported
and the diversity order achieved. In the extreme case when the
diversity order is V corresponding to nt = M − K + 1 = 1,
which implies K = M, the number of users supportable is as
high as K = NeM. If the MC DS-CDMA system supports only
K = Ne users implying that each group has only K = 1 user,
then the corresponding diversity order achieved is V nt = V M.
Let us now show our simulation results in the next section.
IV. SIMULATION RESULT
In this section the BER performance of the MC DS-CDMA system
using multiple BS transmit antenna arrays is investigated, when
assuming that each subcarrier signal experiences ﬂat Rayleigh fading.
In our simulations we assumed that the F-domain diversity is V = 4
and that the T-domain spreading sequences were the Ne = 32-length
WH codes. The BER performance of the MC DS-CDMA using the
proposed transmitter preprocessing is also compared with that of the
other MC DS-CDMA systems investigated in the literature as detailed
in our forthcoming discourse.
The details about the legends in Figs. 3 and 4 are as follows. For
the MC DS-CDMA using the SVD-assisted transmitter preprocessing,
the corresponding curves are indicated by ‘(M(nt) × L) TP-SVD’,
where M is the number of transmit antenna arrays, L is the number
of array elements of each antenna array and nt represents the number
of effective (logical) transmit antennas. In Figs. 3 and 4 the legend
‘(1,1)’ indicates the MC DS-CDMA system using no preprocessing,
‘(1,L) BF’ corresponds to the MC DS-CDMA system using only the
steered beamforming, while ‘(M,L) SSTS’ corresponds to the MC
DS-CDMA system using both the steered beamforming and space-
time spreading (STS).
From the results in Figs. 3 and 4, it can be seen that, when
assuming orthogonal multicarrier signals and that the subcarrier
signals experience ﬂat-fading, a conventional MC DS-CDMA using
Ne-length T-domain spreading sequences is capable of supporting at
most K = Ne users without signiﬁcant BER degradation compared
to that of the single-user system. In [5] the MC DS-CDMA system
is assumed to employ both T-domain and F-domain, i.e, TF-domain,
spreading, in order to extend the maximum number of users sup-
portable by the system. However, as shown in Figs. 3 and 4, when
the MC DS-CDMA system using TF-domain spreading supports
K = 2Ne = 64 users instead of K = Ne = 32 users, the BER
performance is signiﬁcantly degraded. By contrast, when the SVD-
assisted transmitter preprocessing is employed, as shown in Figs. 3
and 4, the MC DS-CDMA systems supporting K = Ne = 32,
K = 2Ne = 64 and K = 3Ne = 96 users are capable of achieving
a similar BER performance.
From the results of Figs. 3 and 4, we can also have the following
observations. Firstly, when the MC DS-CDMA system employs only0 5 10 15 20
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Fig. 3: BER versus SNR performance of the downlink MC DS-
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single transmit antenna array (M = 1) with single array element
(L = 1), the BER performance is the worst. Secondly, when the
MC DS-CDMA system employs M = 1 BS antenna array with
L > 1 array elements, the received SNR is signiﬁcantly improved
and the corresponding curves are shifted to the left-hand side of
that corresponding to the case of L = 1. Thirdly, when the MC
DS-CDMA system employs M > 1 BS antenna arrays and each
antenna array has L > 1 array elements, and when the steered
transmitter beamforming and STS (SSTS) are applied, the MC DS-
CDMA system is capable of achieving a transmit diversity order
of M, in addition to the SNR enhancement due to the antenna
arrays [5]. Furthermore, as can be seen in Figs. 3 and 4, when the
MC DS-CDMA BS transmitter employs our SVD-assisted transmitter
preprocessing indicated by ‘TP-SVD’, the BER performance is
further improved, in comparison with the system using SSTS. In
comparison with the SSTS scheme, which does not depend on the
knowledge about the downlink CIRs, except the DoAs for the steered
beamforming, the SVD-assisted transmitter preprocessing requires
the knowledge about the downlink CIRs. However, the SSTS-assisted
transmitting scheme demands a relatively higher complexity detection
scheme, such as multiuser detection (MUD), than the SVD-assisted
transmitter preprocessing, which requires only the low-complexity
MF-assisted detection.
V. CONCLUSION
In this contribution we have proposed and investigated a SVD-
assisted transmitter preprocessing scheme for the MC DS-CDMA
system using multiple BS transmit antenna arrays, where each
antenna array employs multiple array elements. The SVD-assisted
transmitter preprocessing has been designed, in order to support
possibly a high number of downlink users, while simultaneously to
achieve the highest possible transmit diversity gain. Our study shows
that, for a SVD-assisted MC DS-CDMA system using M transmit
antenna arrays and length-Ne T-domain spreading sequences, the
number of users supportable can be as high as MNe with the aid
of both the T-domain and S-domain multiuser multiplexing. Our
simulation results show that the SVD-assisted MC DS-CDMA system
is capable of supporting such a high number of users with near single-
user BER performance achieved by a corresponding MC DS-CDMA
system supporting only one downlink user.
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